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Claceco - Downlight COB16



Claceco - Downlight COB 17



DEEP - Downlight COB18



DEEP - Downlight COB 19



RO - Downlight COB20



RO - Downlight COB 21



PRO - Spotlight COB22



PRO - Spotlight COB 23



ESTRELLA - Spotlight COB24



ESTRELLA - Spotlight COB 25



BE Out - Downlight COB26



BE Out0 - Downlight COB 27



BE Flat - Downlight COB28



BE Flat - Downlight COB 29



CUADRADO -Spotlight COB30



CUADRADO - Spotlight COB 31



LED Cei l ing Light

LV-SYC

SYC - LR - Downlight COB32



POWER: 12W 12W

80 lm/w 80 lm/w

950lm 950lm

>80 >80

24° 24°

Φ78x90mm Φ78x90mm

IP20

Black/Black White/Gray

IP20

AC 85-265 V AC 85-265 V

6925222027410    6925222027410    

LV-SYC-LR12w-BB LV-SYC-LR12w-WG

LV-SYC-LR12w-BB LV-SYC-LR12w-WG

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Beam angle:

Dimension:

IP:

Body color / Reflector

Input Voltage:

EAN:

Applications:
Home Office

90 mm

Φ78 mm

SYC - LR - Downlight COB 33



POWER: 12W 12W

80 lm/w 80 lm/w

950lm 950lm

>80 >80

24° 24°

78x78x90mm 78x78x90mm

IP20

Black/Black White/Gray

IP20

AC 85-265 V AC 85-265 V

6925222027502    6925222027502    

LV-SYC-LS12w-BB LV-SYC-LS12w-WG

LV-SYC-LS12w-BB LV-SYC-LS12w-WG

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Beam angle:

Dimension:

IP:

Body color / Reflector

Input Voltage:

EAN:

Applications:
Home Office

90 mm

78 mm78 mm

SYC - LS - Downlight COB34



LV-SYC
Beam angle

SYC - LS - Downlight COB 35



galleria
surface mounted spotlight
Simple style, good lighting effect, stable pressure, simple and fashionable 
installation style.
The beam angle can be adjusted 15 degrees / 38 degrees to provide more 
lighting options. It quietly guards every inch of the bedroom when the night 
comes back.

GALLERIA - Spotlight COB36



Technical Specif ication

Technical Drawing

Power Voltage : 7 W

LV-GALLERIA-7w LV-GALLERIA-2*7w

2*7 W

Efficiency : 130lm/w 130lm/w

input voltage : AC 85 - 265V AC 85 - 265V

RA : >80 >80

CRI : >80 >80

38° 38°

CCT : 4000K 4000K

75*75*70 mm
6925222027212 6925222027229

75*145*70 mm

Body color :

Beam angle :

white / black white / black

Dimensions :
EAN :

145 mm75 mm

75 mm 75 mm

GALLERIA - Spotlight COB 37



 38 degrees beam angle

 Large shading angle aluminum is
integrally formed by die casting

GALLERIA - Spotlight COB38



360° rotation, 30° vertical adjustment

GALLERIA - Spotlight COB 39



CLASSIC - Downlight COB40



CLASSIC - Downlight COB 41



Multi Color - Downlight COB42



Multi Color - Downlight COB 43



SLIM - Downlight COB44



SLIM - Downlight COB 45



MINI - Downlight COB46



MINI - Downlight COB 47
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Mini - Downlight SMD50



Mini- Downlight SMD 51



Hawk Eye - Downlight COB52



Hawk Eye - Downlight COB 53



DDL - Downlight SMD54



DDL - Downlight SMD 55



TR - Downlight SMD56



TR - Downlight SMD 57



TRIA - Downlight SMD58



180° 180° 180°180° 180°

120° Beam Angle

TRIA - Downlight SMD 59



LV-ULTA
The updated version of LV-TRIA  

LV-ULTA  

ULTA - Downlight SMD60



Power

LV-ULTA-7W

7W

100lm/w

700 lm

>90

AC100-265V

180°

SMD OSRAM

EAGLERISE

Wihte
Ø100 X H25mm
70mm
6925222037808 6925222037815 6925222037822    

100lm/w

1200 lm

>90

AC100-265V

180°

SMD OSRAM

EAGLERISE

Wihte
Ø120 X H25mm
100mm

100lm/w

1600 lm

>90

AC100-265V

180°

SMD OSRAM

EAGLERISE

Wihte
Ø145 X H30mm
120mm

12W 16W

LV-ULTA-12W LV-ULTA-16W

Eff ic ienc y

Luminous  f lux  [ lm]

CRI

I nbut  Voltage 

Beam Angle

Chip

Dr iver

Body Color
Dimension
Cut- out
EAN

180° Beam Angle

ULTA - Downlight SMD 61



LVW - Downlight SMD62



Chip: SMD SMD

LVW - Downlight SMD 63



LUNAR - Downlight SMD64



LUNAR - Downlight SMD 65



66



67



60x60 - LED PANEL68



60x60 - LED PANEL 69



60x60 - LED PANEL70



60x60 - LED PANEL 71



60x60 - LED PANEL72



60x60 - LED PANEL 73



60x60 - LED PANEL74



60x60 - LED PANEL 75



60x60 AntiBac - LED PANEL76



60x60 AntiBac - LED PANEL 77



60x60 AntiBac - LED PANEL78



60x60 AntiBac - LED PANEL 79



Batten Light - LED PANEL80



Batten Light - LED PANEL 81
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64x0.5W - Emergency Lights84



64x0.5W - Emergency Lights 85



32x0.5W - Emergency Lights

R E C H A R G E A B L E

118

86



32x0.5W - Emergency Lights

LV-118-EM

87



Led Emergency Driver - Emergency Lights88



Led Emergency Driver - Emergency Lights 89



Exit Sign - Emergency Lights90



Exit Sign - Emergency Lights 91



Emg-BS1 - Emergency Lights92



Emg-BS1- Emergency Lights 93
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FloodLight - Outdoor96



FloodLight- Outdoor 97



FloodLight - Outdoor98



FloodLight - Outdoor 99



LUMINEX
LED FLOOD LIGHT

®

Luminex - Outdoor100



Technical Specif ication

POWER:

POWER:

50W

150W

100W

200W 300W

80-90lm/w

80-90lm/w

80-90lm/w

80-90lm/w 80-90lm/w

4000 lm

12000 lm

8000 lm

16000 lm 24000 lm

>80

>80

>80

>80 >80

>0.9

>0.9

>0.9

>0.9 >0.9

120°

120°

120°

120° 120°

180x160x30mm 248x220x35mm

4KV

AC 180-300 V

72

6925222072311

300x265x35mm

6KV

AC 180-300 V

216

6925222072335    

6KV

AC 180-300 V

144

6925222072328    

360x320x40mm

6KV

AC 180-300 V

288

6925222072342    

360x320x40mm

6KV

AC 180-300 V

432

6925222072359    

LV-Luminex-50

LV-Luminex-150

LV-Luminex-100

LV-Luminex-200 LV-Luminex-300

E fficiency:

E fficiency:

LUMINOUS: 
flux [lm]

LUMINOUS: 
flux [lm]

CRI:

CRI:

PF:

PF:

Beam angle:

Beam angle:

Dimension:

Surge Protect:

Input Voltage:

No. of LEDs:

EAN:

Dimension:

Surge Protect:

Input Voltage:

No. of LEDs:

EAN:

Luminex - Outdoor 101



Applications:

 IP
66

120°
Beam Angle

-20° - 45° C

6KV
Surge 

Protect

Car parking
Stadium
Dormitory
Factoies
Airport

P

Luminex - Outdoor102



LUM
INEX

Luminex - Outdoor 103



Led Stadium - Outdoor104



Led Stadium - Outdoor 105



Led Stadium - Outdoor106



Led Stadium - Outdoor 107



Led Stadium - Outdoor108



Led Stadium - Outdoor

®

109



Highbay - Outdoor110



Highpay - Outdoor 111



Highbay - Outdoor112



Highbay - Outdoor 113



Rockon - Outdoor114



Rockon - Outdoor 115



Rockon - Outdoor116



Rockon - Outdoor 117



Efficiency

Rockon - Outdoor118



Rockon - Outdoor 119



Rockon - Outdoor120



Rockon - Outdoor 121



Rockon - Outdoor122



Rockon - Outdoor 123



Rockon - Outdoor124



Rockon - Outdoor 125



Rockon - Outdoor126



Rockon - Outdoor 127



LED Street Light
Destello

®

Destello - Outdoor128



POWER: 50W 100W 150W 200W 250W

100 -110 lm/w 100 -110 lm/w 100 -110 lm/w 100 -110 lm/w 100 -110 lm/w

>80

>0.9

>80

>0.9

>80

>0.9

>80

>0.9 >0.9

>80

4KV 6KV 6KV 6KV 6KV

467x160x73mm 528x180x83mm 600x200x83mm 680x244x83mm 680x244x83mm

IP66

Gray

PC PC PC PC PC

T2 T2 T2 T2 T2

Gray Gray Gray Gray

IP66 IP66 IP66 IP66

AC 100-300 V

6925222077101    

AC 100-300 V

6925222077118    

AC 100-300 V

6925222077125    

AC 100-300 V

6925222077132    

AC 100-300 V

6925222077149    

LV-Destello-50W LV-Destello-100W LV-Destello-150W LV-Destello-200W LV-Destello-250W

E fficiency:

CRI:

PF:

Surge Protect:

Dimension:

IP:

Body color: 

Cover Material:

Beam angle:

Input Voltage:

EAN:

Applications:
Village SreetsCities

3

Destello - Outdoor 129



Destello - Outdoor130



LED Street Light

Destello

®

 IP
66

6KV
Surge 

Protect

Destello - Outdoor 131



E C OE C O

Voltage

AC85 -265V
 50/60Hz

Lumen

110lm/W

CRI

≥80 

PF

≥0.95 

Chip

SMD
3030

Beam Angel

70°X140°

IP Grade

IP66

surge protection

10KV

ECO / OUTDOOR116 

LV-ECO 50W 405mm 166mm 79mm
211mm 83mm
242mm 83mm

484mm
580mm

LV-ECO 100W

LV-ECO 150W

300mm 106mm
300mm 106mm

685mm
685mm

LV-ECO 200W

LV-ECO 240W
300mm 106mm685mmLV-ECO 250W

Dimension [mm]

6000K 4000K 3000K

Body color
IP66 30000h

Life  Span

LV-ECO 50W LV-ECO 200W

ECO  / OUTDOOR 117

E C OE C O

Voltage

AC85 -265V
 50/60Hz

Lumen

110lm/W

CRI

≥80 

PF

≥0.95 

Chip

SMD
3030

Beam Angel

70°X140°

IP Grade

IP66

surge protection

10KV

ECO / OUTDOOR116 

LV-ECO 50W 405mm 166mm 79mm
211mm 83mm
242mm 83mm

484mm
580mm

LV-ECO 100W

LV-ECO 150W

300mm 106mm
300mm 106mm

685mm
685mm

LV-ECO 200W

LV-ECO 240W
300mm 106mm685mmLV-ECO 250W

Dimension [mm]

6000K 4000K 3000K

Body color
IP66 30000h

Life  Span

LV-ECO 50W LV-ECO 200W

ECO  / OUTDOOR 117ECO - Outdoor 2ECO - Outdoor132



E C OE C O

Voltage

AC85 -265V
 50/60Hz

Lumen

110lm/W

CRI

≥80 

PF

≥0.95 

Chip

SMD
3030

Beam Angel

70°X140°

IP Grade

IP66

surge protection

10KV

ECO / OUTDOOR116 

LV-ECO 50W 405mm 166mm 79mm
211mm 83mm
242mm 83mm

484mm
580mm

LV-ECO 100W

LV-ECO 150W

300mm 106mm
300mm 106mm

685mm
685mm

LV-ECO 200W

LV-ECO 240W
300mm 106mm685mmLV-ECO 250W

Dimension [mm]

6000K 4000K 3000K

Body color
IP66 30000h

Life  Span

LV-ECO 50W LV-ECO 200W

ECO  / OUTDOOR 117

E C OE C O

Voltage

AC85 -265V
 50/60Hz

Lumen

110lm/W

CRI

≥80 

PF

≥0.95 

Chip

SMD
3030

Beam Angel

70°X140°

IP Grade

IP66

surge protection

10KV

ECO / OUTDOOR116 

LV-ECO 50W 405mm 166mm 79mm
211mm 83mm
242mm 83mm

484mm
580mm

LV-ECO 100W

LV-ECO 150W

300mm 106mm
300mm 106mm

685mm
685mm

LV-ECO 200W

LV-ECO 240W
300mm 106mm685mmLV-ECO 250W

Dimension [mm]

6000K 4000K 3000K

Body color
IP66 30000h

Life  Span

LV-ECO 50W LV-ECO 200W

ECO  / OUTDOOR 117ECO - Outdoor 2ECO - Outdoor

6925222078221    6925222078245   6925222078276    
6925222078238    6925222078269    6925222078276    

50W: 150W: 240W:
100W: 200W: 250W:

EAN

133



®

LV-VAST
S t r e e t  L i g h t

L E V A N T  L i g h t     L E V A N T  L i g h t     L E V A N T  L i g h t     L E V A N T  L i g h t

VAST - Outdoor134



L E V A N T  L i g h t     L E V A N T  L i g h t     L E V A N T  L i g h t     L E V A N T  L i g h t

POWER: 100W 150W 200W 250W 300W

150 lm/w

15000 lm

150 lm/w

22500 lm

150 lm/w

30000 lm

150 lm/w

37500 lm

150 lm/w

45000 lm

>70

>0.9

>70

>0.9

>70

>0.9

>70

>0.9

>70

>0.9

6KV 6KV 6KV 6KV 6KV

530x320x110mm 620x320x110mm 710x320x110mm 800x320x110mm 890x320x110mm

IP66
IK07

Gray

SMD5050 112PCS SMD5050 168PCS SMD5050 224PCS SMD5050 280PCS SMD5050 336PCS

75x140° 75x140° 75x140° 75x140° 75x140°

Gray Gray

90°

Gray Gray

IP66
IK07

IP66
IK07

IP66
IK07

IP66
IK07

AC 85-265 V

6925222078504    

AC 85-265 V

6925222078511    

AC 85-265 V

6925222078528    

AC 85-265 V

6925222078535    

AC 85-265 V

6925222078542    

LV-Vast-100W LV-Vast-150W LV-Vast-200W LV-Vast-250W LV-Vast-300W

E fficiency:

Lumen:

CRI:

PF:

Surge Protect:

Dimension:

IP:
IK:

Body color: 

Chip:

Beam angle:

Input Voltage:

EAN:

Applications:
Village SreetsCities

3

VAST - Outdoor 135



PHOTOMETRIC TEST REPORT    VAST 200W

VAST - Outdoor136
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PHOTOMETRIC TEST REPORT    VAST 200W

VAST - Outdoor138



VAST - Outdoor 139



LED Lighting Surge Protector

Features

is a transient over-voltage protection device
specially used for outdoor LED lighting system. It 
is mainly composed of thermal protection varistor 
and gas discharge tube device. It can be installed 
in LED lamp or perpetual lamp and connected 
with LED power driver to provide reliable surge 
protection. It can effectively prolong the service 
life of lamps and improve the stability of lamps 
and lanterns.The protection device must be metal 
oxide varistor type MOV (Metal Oxide Varistor).

•  Applicable to class I or II lamps

•  Built in protection mode: L-N, L-PE, N-PE

•  Built in thermal separation function for higher security

•  Parallel isolation design, excellent protection performance

•  Excellent surge resistance and very low residual voltage

•  CCC 1.0*1mm² electronic wire

•  Small and convenient for embedded installation

•  IP67 dust proof and waterproof grade

Input Voltage: 100-277V

320V

5A

5KA

10KA

10KV

L-N ≤ 1.5KV,L-G/PE,N-G/PE≤2.0KV

-40°C~+85°C

TN
IP67

Maximum continuous working voltage:

Rated load current:

Nominal discharge current:

Maximum Discharge Current:

Surge Impulse Voltage:

Voltage Protection Level:

Power Supply System:
IP:

Work environment:

VAST - Outdoor140



S t r e e t  L i g h t

w w w . l e v a n t l i g h t . c o m

LV-VAST

®

LV-VAST

 IP
66

®

IK07

6KV

IK

Surge 
Protect

VAST - Outdoor 141



WallWasher - Outdoor142



WallWasher - Outdoor 143



WallWasher - Outdoor144



WallWasher - Outdoor 145
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Stairlight - WaterProofing light148



Stairlight - WaterProofing light 149



Stairlight - WaterProofing light150



Stairlight - WaterProofing light 151



Stairway 2
Waterproof Exterior & interior 

Stairway LED l ight

®

Stairway2 - WaterProofing light152



POWER: 2W

110-120lm/w

220lm

>80

90x90x70mm

IP65

AC 85-265 V

6925222080200    

LV-stairway2-2w

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Dimension:

IP:

Input Voltage:

EAN:

3500K

Applications:
Home 
Stair StairOutside Stair

90 mm

90 m
m

70 mm

Stairway2 - WaterProofing light 153



R E D O N D A
Mounted Wall And Ceiling

®

Redonda - WaterProofing light154



POWER: 24W 36W

110-120lm/w 110-120lm/w

2640 lm 3960 lm

>80 >80

000° 000°

Φ220x45mm

IP65

Φ320x45mm

IP65

AC 85-265 V

50W

AC 85-265 V

50W

LV-LBL1-24w LV-LBL1-36w

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Beam angle:

Dimension:

IP:

Input Voltage:

EAN:

3500K

Applications:

Redonda - WaterProofing light 155



RE
DO

ND
A

   V
2

Redonda V2 - WaterProofing light156



POWER: 12W 24W

110-120lm/w 110-120lm/w

1320 lm 2640 lm

>80 >80

120° 120°

Φ145x50mm

IP65

Φ230x52mm

IP65

AC 85-265 V

6925222081009    

AC 85-265 V

6925222081016    

LV-LBL2-12w LV-LBL2-24w

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Beam angle:

Dimension:

IP:

Input Voltage:

EAN:

3500K

Applications:

Redonda V2 - WaterProofing light 157



LV-OSW
Exterior LED spot 

®

OSW - WaterProofing light158



POWER: 10W 20W 30W

110-120lm/w 110-120lm/w 110-120lm/w

1100lm 2200lm 3300lm

>80 >80 >80

Φ 95 mm Φ 120 mm Φ 150 mm

IP65 IP65 IP65

AC 85-265 V AC 85-265 V AC 85-265 V

6925222081207    6925222081214    6925222081221    

LV-OSW20-10W LV-OSW21-20W LV-OSW22-30W

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Dimension:

IP:

Input Voltage:

EAN:

3500K

Applications:
Home

OSW - WaterProofing light 159



LV-GFL
Waterproof Recessed Ground 

Lights Outdoor

®

304 Stainless steel surface
die cast aluminum 

PC

GFL - WaterProofing light160



POWER: 10W 15W

110-120lm/w 110-120lm/w

1100 lm 1700 lm

>80 >80

Φ130x95mm

304Stainless steel surface+die cast aluminum+PC

IP67

Φ150x95mm

IP67

AC 85-265 V

6925222081108    

AC 85-265 V

6925222081115    

LV-GFL-10w LV-GFL-15w

E fficiency:

Inside the waterproof cover

LUMINOUS: 
flux [lm]

CRI:

Dimension:

Material:

IP:

Input Voltage:

EAN:

3500K

Applications:

GFL - WaterProofing light 161



DIMENSION

FUTURES

 IP
66

www. l e v a n t l i g h t . c om

GFL - WaterProofing light162



LV-B
LED outdoor wall  lamp

®

B - WaterProofing light 163



POWER: 5W

110-120lm/w

600lm

>80

87x65x87mm

IP54

AC 85-265 V

6925222081306    

LV-B4

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Dimension:

IP:

Input Voltage:

EAN:

3500K

Applications:
Home

B - WaterProofing light164



POWER: 2*5W

110-120lm/w

2*600lm

>80

87x65x162mm

IP54

AC 85-265 V

6925222081405    

LV-B3

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Dimension:

IP:

Input Voltage:

EAN:

3500K

Applications:
Home

B - WaterProofing light 165



LV-OLW
S201

®

LED outdoor wall  lamp

OLW - WaterProofing light166



POWER: 12W

110-120lm/w

1320lm

>80

140x140x230mm

IP54

AC 85-265 V

6925222081504    

LV-OLW-S201

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Dimension:

IP:

Input Voltage:

EAN:

3500K

Applications:
Home

OLW - WaterProofing light 167
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FPC
mm

IPXX

CHIP

RGB
Light

C
u

t
Le

n
g

th

XXXX

xx
 c

m

COB
LED Chip

SMD
LED Chip

AC

220V

DC

24V

DC

12V

Dimmable

surface-mounted device LEDs (SMD LEDs)

Input Voltage Direct Voltage ( DC 12V )

(chip on board) 

Input Voltage Direct Voltage ( DC 24V )

Input Voltage Alternating Voltage ( DC 24V )

IP RATE : A way of showing the effectiveness of electrical enclosures in blocking foreign 
bodies such as dust, moisture, liquids, and accidental contact

The Base of LED strip width, typically measured in millimeters, refers to the physical 
dimension of the strip from one edge to the other, with common widths ranging from 5mm to 
20mm.

The type of LED Chip

Our strips can be cut every few Centimeter, meaning you can easily customize the strip to fit 
your space.

Our strips can be cut every few Centimeter, meaning you can easily customize the strip to fit 
your space.

allowing for customizable lighting levels or adjusting its brightness to suit different 
preferences. 

Color Rendering Index (CRI) is a measurement of how natural colors render under an 
artificial white light source when compared with sunlight.

Peel & Stick
The back of the strip is fitted with a strong 3M brand adhesive tape, allowing you to peel and stick lights to many 
different surfaces.

CE Compliant

CRI
>80
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Holes

Our LED strip lights and accessories provide beautiful lighting solutions for a wide range of projects and
applications.

Residential Applications

What Can LED Strips Do?

Commercial Applications

Specialty Applications

Toe Kicks

Restaurant and Bars

Events and Stages

Above Cabinet

Stairways

Signage Lighting

Terrarium Lighting

Under Cabinet

Outdoor

Display / Merchandise

Ultraviolet (UV)

Under Counter

Bathroom

Hotel and Resort

Art Displays
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D012835D05D13D19

R01

D03D07D16

D04D08D17

D02D06D14D20

LVS-220V-144L
Power: 7-8W 10-12 W
Array: Single Line Double Line
Color temp: 3000-6500 3000-6500
FPC:

FPC
12mm 
8mm

 8 mm 12 mm
Input Voltage: AC220V

AC

220V IP65

CHIP
2835

AC220V
IP Rate: IP65 IP65

Led QTY:
CRI:

144 Led/m
>80

240 Led/m
>80

Chip: 2835 2835
Length\Roll: 50 - 100 m 50 - 100 m

LVS-220V-240L

C
u

t
Le

n
g

th
10

0 
cm

DimmableSMD
LED Chip

CRI
>80

220V - LED Strips172



D012835D07D13D19

R01

D04D10D16

D05D11D17

D06D12D18

D02D08D14D20

D03D09D15D21

LVS-220V-276L
Power: 12-14 W 14-16 W
Array: Triple Line Triple Line
Color temp: 3000-6500 3000-6500
FPC:

FPC
15mm

15mm 15mm
Input Voltage: AC220V

AC

220V IP65

CHIP
2835

AC220V
IP Rate: IP65 IP65

Led QTY:
CRI:

276 Led/m
>80

360 Led/m
>80

Chip: 2835 2835
Length\Roll: 50 - 100 m 50 - 100 m

LVS-220V-360L

C
u

t
Le

n
g

th
10

0 
cm

DimmableSMD
LED Chip

CRI
>80
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RGB
LED STRIP

RGB 220V - LED Strips174



LVS-RGB-60L
Power: 8-9W 10-12 W 11-13 W 12-14 W
Array: Single Line Double Line Double Line Triple Line
FPC:

FPC
10-12-14

mm

 10 mm 12 mm 12 mm 14 mm
Input Voltage: AC220V

AC

220V

AC220V AC220V AC220V
IP Rate: IP65 IP65 IP65 IP65

Led QTY:

Chip:
CRI:

60 Led/m

5050
>80

96 Led/m

5050
>80

120 Led/m

5050
>80

140 Led/m

5050
>80

Length\Roll: 50 - 100 m 50 - 100 m 50 - 100 m 50 - 100 m

LVS-RGB-96L LVS-RGB-120L LVS-RGB-140L

IP65
L1

L3
L5

L9
L13

L7
L11

L15

R
04

R
02

R
01

R
05

R
03

R
R

R
G

R
R

R
B

L2
L4

L6
L10

L14
L8

L12
L16

RGB
Light

Dimmable

CHIP
5050

SMD
LED Chip

C
u

t
Le

n
g

th
10

0 
cm

CRI
>80
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COB
LED STRIP

COB - LED Strips176



COB
LED STRIP

LVS-COB-288L
Power: 8 W

Array:
Lumen:

Single Line
80-90 lm

Color temp: 3000-6500
PCB:

PCB
8mm

8mm

Input Voltage:
FBC:

AC220V
11.5x6.5 mm

AC

220V IP65

IP Rate: IP65
Led QTY: 288 Led/m
CRI: >80
Length\Roll: 50 - 100 m

C
u

t
Le

n
g

th
50

 c
m

DimmableCOB
LED Chip

FPC
6.5 mm

CRI
>80

COB - LED Strips 177



LVS-COB320D
Power: 9.6W 12W
Color temp: 3000-6500 3000-6500
PCB:  8 mm 8 mm
Input Voltage: DC 24V

IP20

DC 24V
IP Rate: IP20 IP20

Led QTY:
CRI:

320 Led/m
>80

480 Led/m
>80

Length\Roll: 6 m 6 m

LVS-COB480D

C
u

t
Le

n
g

th
5 

cm

DimmableCOB
LED Chip

CRI
>80

DC

24V

PCB
8mm

COB - LED Strips178
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24V
LED STRIP

24V - LED Strips180



LVS-24V-13WLVS-24V-11W
Power: 13 W11 W

Lumen\watt:
Lumen chip:

110 lm/w110 lm/w
50-55 lm/Led50-55 lm/Led

Lumen\meter: 14001200
PCB:

PCB
8mm

8mm5mm

Input Voltage:
FBC:

DC 24VDC 24V
11.5x6.5 mm11.5x6.5 mm

IP20

IP Rate: IP20IP20
Led QTY: 120 Led/m120 Led/m
CRI: >80>80
Length\Roll: 6 m6 m

C
u

t
Le

n
g

th
5 

cm

DimmableSMD
LED Chip

CRI
>80

++ ++ DC24V

DC24VDC24V

DC24V

-- -- R01R03 R02R04

+

-

+

-

+

-
R01R01R01R01

+

-

DC

24V

CHIP
2835
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24V Coverd
LED STRIP

24V Coverd- LED Strips182



24V Coverd
LED STRIP

LVS-24V-17W
Power: 17 W

Lumen\watt:
Lumen chip:

120 lm/w
50-55 lm/Led

Lumen\meter: 2000
PCB:

PCB
5mm , 8mm

10 mm

Input Voltage:
Chip

DC 24V
2835

IP44

IP Rate: IP44
Led QTY: 180 Led/m
CRI: >80
Length\Roll: 5 m

C
u

t
Le

n
g

th
5 

cm

DimmableSMD
LED Chip

CRI
>80

24V24V24V24V +

-

+

-

+

-
R01R01R01R01

+

-

DC

24V

©©

CHIP
2835
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24V Doubled
LED STRIP

184 24V Doubled - LED Strips



LVS-24V-21W
Power: 21W

Lumen\watt:
Lumen chip:

120 lm/w
50-55 lm/Led

Lumen\meter: 2600
PCB:

PCB
5mm , 8mm

12 mm

Input Voltage:
Chip:

DC 24V
2835

IP20

IP Rate: IP44
Led QTY: 240 Led/m
CRI: >80
Length\Roll: 6 m

C
u

t
Le

n
g

th
5 

cm

DimmableSMD
LED Chip

CRI
>80

DC

24V

CHIP
2835

24
V

24
V

++ + +

-- - -

R01

R01

R01

R01

R01R01

R01R01

©©
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Stair Light Controller - LED Strips186
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Stair Light Controller - LED Strips188
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MGLF - Magnetic Light192
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MGL - Magnetic Light194



MGL - Magnetic Light 195



MGLM180 - Magnetic Light196



MGLM180 - Magnetic Light 197



MGLT - Magnetic Light198
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MGL-HT - Magnetic Light200
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MGL-Corner-H - Magnetic Light202



MGL-Corner-H - Magnetic Light 203



MGL-Corner-V - Magnetic Light204
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®

LV-MGL-TFC-12W
M A G N E T I C  L I G H T

MGL-TFC - Magnetic Light206



OSRAM CRI ≥ 90

Thick copper sheet, wide contact surface, no 
rust after galvanizing, strong compatibility

Built-in strong magnet, once approached, firmly affixed to the 
magnetictrack without demagnetization

Honeycomb anti-glare design

Safety button, more secure

Aluminium

360° Rorate

90° Up and Down 
adjustment Angle

POWER: 12W

90 lm/w

1080lm

≥90

36°

Ø145x110xH50mm

6925222092708

IP20

Black

Aluminium

DC 48 V

LV-MGL-TFC-12W

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Beam angle:

Dimension:

IP:

Body color:

Material:

Input Voltage:

EAN:

35
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LV-MGL-TFC-12W
M A G N E T I C  L I G H T

MGL-TFC - Magnetic Light208



®

LV-MGL-TL

MGL-TL - Magnetic Light 209



POWER: 12W 24W 36W 48W

90 lm/w 90 lm/w 90 lm/w 90 lm/w

1080lm 2160lm 3240lm 4320lm

≥90 ≥90 ≥90 ≥90

180° 180° 180° 180°

300x22xH65mm

6925222092807

600x22xH65mm

6925222092814

900x22xH65mm

6925222092821

1200x22xH65mm

6925222092838

IP20 IP20 IP20 IP20

Black Black Black Black

Aluminium Aluminium Aluminium Aluminium

DC 48 V DC 48 V DC 48 V DC 48 V

LV-MGL-TL-12W LV-MGL-TL-24W LV-MGL-TL-36W LV-MGL-TL-48W

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Beam angle:

Dimension:

IP:

Body color:

Material:

Input Voltage:

EAN:

300MM

22MM

65MM

35
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48V
DC

12
W
36
W

24
W
48
W

MGL-TL - Magnetic Light 211



48V
DC

6
W
18
W

12
W
24
W

®

LV-MGL-TF

MGL-TF - Magnetic Light212



POWER: 6W 12W 18W 24W

90 lm/w 90 lm/w 90 lm/w 90 lm/w

540lm 1080lm 1620lm 2160lm

≥90 ≥90 ≥90 ≥90

180° 180° 180° 180°

110x22xH55mm

6925222092906

220x22xH55mm

6925222092913

325x22xH55mm

6925222092920

425x22xH55mm

6925222092937

IP20 IP20 IP20 IP20

Black Black Black Black

Aluminium Aluminium Aluminium Aluminium

DC 48 V DC 48 V DC 48 V DC 48 V

LV-MGL-TF-6W LV-MGL-TF-12W LV-MGL-TF-18W LV-MGL-TF-24W

E fficiency:

LUMINOUS: 
flux [lm]

CRI:

Beam angle:

Dimension:

IP:

Body color:

Material:

Input Voltage:

EAN:

35
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Rails - Magnetic Light216



Rails - Magnetic Light 217



Aluminum Profile

 Aluminum Profile218



LEVANT is focusing on providing exible customized produc ts and services for 
global customers and to create a higher quality lighting environment for end 

users!
Whether you are a distributor of Aluminum Proles or an Aluminum Proles 

lighting maker for an end user, LEVANT can be your reliable and full-support 
partner

Aluminum Profile 219



LVP-1013-B

LVP-1407-M

LVP-1714-B

LVP-1616

LVP-1013-M

LVP-1507-B

LVP-1707-B

LVP-1707-M

LVP-1714-BLVP-1010-B

10X10X3000 mm

LVP-2020-BLVP-1010-M

10X10X3000 mm

 Aluminum Profile220



LVP-1013-M

LVP-2020-B LVP-2020-M

20

17.8

19.8

LVP-2301-B

LVP-2320-B LVP-3012-B

LVP-3010-M

10

30

28

LVP-1616LVP-2010-B

20X10X3000 mm

LVP-1707-MLVP-2015-M

19.8X15X3000 mm

LVP-1013-BLVP-2310-B

23.3X9.7X3000 mm

Aluminum Profile 221



LVP-1407-MLVP-5010-B

50X10X3000 mm

LVP-1507-BLVP-4010-B

40X10X3000 mm

LVP-2020-MLVP-3020- M

10X10X3000 mm

LVP-1707-BLVP-5020-M LVP-5035-B

50X20X3000 mm
50X35X3000 mm

LVP-5575-M

LVP-7635-M

LVP-5035-B

LVP-5532-B

LVP-3020-B

LVP-4035-B

50X35X3000 mm

 Aluminum Profile222
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S-Line Linear Trunking System230



S-Line Linear Trunking System 231



S-Line Linear Trunking System232



S-Line Linear Trunking System 233



S-Line Linear Trunking System234



S-Line Linear Trunking System 235



S-Line Linear Trunking System236



S-Line Linear Trunking System 237



S-Line Linear Trunking System238



S-Line Linear Trunking System 239



LED Track Light240



LED Track Light 241



LED Track Light242



LED Track Light 243



Power Supply244



Power Supply 245



Power Supply246
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