
TRACKLIGHTS

001

Showrooms

O�ces

Shopping Malls

Description

● Rated Supply Voltage: 220-240V

● Frequency: 50/60Hz

Electrical Speci�cations

Estilo Zoom, LED Tracklight, uses COB LED for indoor

applications. Housing is made of Die-Cast Aluminum.

Luminaire uses PC type lens.

Applications

Restaurants

Product Features

●  COB LED

● Built-in LED Driver

● High quality PC lens

● 0-1/10V dimming, DALI dimming (optional)

● IP Rating: IP20

● Life Span: 50,000 hours
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Technical Drawing Dimensions

Height

130mm

150mm

185mm

Diameter

Ф50mm

Ф64mm

Ф78mm

Model

DUESZO-15

DUESZO-20

DUESZO-30

15W

20W

30W

3000K

4000K

6500K

24°

15°
24°
46°

>80
COB
LED

1500 lm

2000 lm

3000 lm

100 lm/W

DUESZO-15

DUESZO-20

DUESZO-30

Technical Speci�cations
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DUTW/B-03 (3 Line Track)

PE

Neutral Conductor

Live

DUTW/B-04 (4 Line Track)

L1 as a phase

L2 as a phase

L3 as a phase

Neutral Conductor

DUTWB-03-MC DUTW/B-03-180 DUTW/B-03-90 DUTW/B-03-T

DUTW/B-03-PC DUTW/B-03-FC DUTW/B-03-End Cap Hanging Kit

DUTW/B-03-X

DUTWB-04-MC DUTWB-04-180 DUTWB-04-90 DUTWB-04-T

DUTWB-04-PC DUTWB-04-FC DUTWB-04-End Cap Hanging Kit

DUTWB-04-X
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DUTW/B-06 (6 Line DALI Track)

L1 as a phase

L2 as a phase

L3 as a phase

Neutral Conductor

Negative of DALI input

Positive of DALI input

DUTW/B-06-MC DUTW/B-06-180 DUTW/B-06-L DUTW/B-06-T DUTW/B-06-X

DUTW/B-06-PC DUTW/B-06-End Cap Hanging Kit


