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Technical Specif ication

POWER:

POWER:

50W

150W

100W

200W 300W

80-90lm/w

80-90lm/w

80-90lm/w

80-90lm/w 80-90lm/w

4000 lm

12000 lm

8000 lm

16000 lm 24000 lm

>80

>80

>80

>80 >80

>0.9

>0.9

>0.9

>0.9 >0.9

120°

120°

120°

120° 120°

180x160x30mm 248x220x35mm

4KV

AC 180-300 V

72

6925222072311

300x265x35mm

6KV

AC 180-300 V

216

6925222072335    

6KV

AC 180-300 V

144

6925222072328    

360x320x40mm

6KV

AC 180-300 V

288

6925222072342    

360x320x40mm

6KV

AC 180-300 V

432

6925222072359    

LV-Luminex-50

LV-Luminex-150

LV-Luminex-100

LV-Luminex-200 LV-Luminex-300

E fficiency:

E fficiency:

LUMINOUS: 
flux [lm]

LUMINOUS: 
flux [lm]

CRI:

CRI:

PF:

PF:

Beam angle:

Beam angle:

Dimension:

Surge Protect:

Input Voltage:

No. of LEDs:

EAN:

Dimension:

Surge Protect:

Input Voltage:

No. of LEDs:

EAN:
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Applications:

 IP
66

120°
Beam Angle

-20° - 45° C

6KV
Surge 

Protect

Car parking
Stadium
Dormitory
Factoies
Airport

P
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